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The barium sulphate, obtained by any of the methods given, must be moistened with a few drops of dilute sulphuric acid after it has been ignited free of carbon. It is then ignited again to free it of the excess of the sulphuric acid. This insures against the presence of barium sulphite due to the reducing action of the burning filter paper.
Phosphorus. Obtain the ash from 1.63 grams of the coal by burning the same on a low flame in a 20 gram platinum crucible. Fuse the ash with 20 times its weight of sodium carbonate and o.ioo gram of niter. Dissolve out the fusion with water, and transfer it to a casserole and acidulate with HC1, keeping the casserole covered to avoid loss. Heat until all spraying is over; evaporate to dryness, cool, redissolve by first heating with 10 c.c. of cone. HC1. A.dd 50 c.c. of water. Heat, filter, add a few drops of ferric chloride solution unless there is enough iron present to give a red precipitate with ammonia in the filtrate and washings. Wash the ammonia precipitate a few times with water and then dissolve it off the filter with 20 c.c. of 1.20 nitric acid. Use the acid hot and pour it back on the filter until all of the iron hydroxide, which will carry all of the phosphorus, is dissolved off the filter. Wash the filter with some i : 40 nitric acid about twenty times or until the washings do not give an appreciable iron test with KCNS. Evaporate the filtrate and washings to 15 c.c. Add 15 c.c. of water, boil with a slight excess of KMn04 solution, clear the excess of manganese oxide away with ferrous sulphate, add molybdate to the hot solution and finish as in steel.
Those who are interested in more elaborate details are referred to the preliminary report of the committee already referred to, or to Technical Paper No. 8 of the Department of the Interior Bureau of Mines, Washington, D. C., Entitled Methods of Analyzing Coal and Coke, by Frederick M. Stanton and Arne C. Fieldner. The authors also give the method they use for the determination of nitrogen in coal. The preliminary report of the Committee on Coal Analysis can be found in Vol. 5, No. 6, of the Journal of Industrial and Eng. Chemistry.